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User Guide of the Metapace Printer Utility

1 . Introduction

This tool is used to show all the function and print effect of the printer. Please read the guide
carefully before use the software.

2 . Operating system
32bit OS:

Windows 10
Windows 7

Windows Server 2008
Windows Vista
Windows Server 2003
Windows XP
Windows 2000

64bit OS:

Windows 10 x64
Windows 7 x64

Windows Server 2008 x64
Windows Vista x64
Windows Server 2003 x64
e Windows XP x64

3. Printer
e T-40
4. Port

Serial
Parallel
USB
Ethernet
WIFI
Driver

5. Release information
Version : V1.02

Release date : 2018-06-26

Changes :

¢ Repair set ID bugs.
Version : V1.01

Release date : 2018-04-25

Changes :

¢ Repair some bugs.

Version : V1.0




Release date : 2018-01-30
Changes :

« First release of the Metapace Printer Utility.
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Function list of the Metapace Printer Utility:
Port Set
Logo Print
Bitmap Cut

Sample Print

Firmware Download
Status Monitor
User Command
Character Print
Eeprom Set

NetWinConfig




User Guide of the Metapace Printer Utility

Port Set

Port set is precondition for using the Printer Utility to operate the printer. Only after the software is
connected to the printer rightly, users can do other operations. This operation include four steps as
follows: Enter the main page; enter port set page; select the printer's name and the port In the combo
box, and then configure the printer according to port type of the printer; click "OK" button to open the
port.

Note: In Windows Vista and Windows 7, if UAC (User Account Control) is turned on, you may
have to start this application by 'Run as administrator' so that all functions will performance
correctly (shown as below).

(&|Parl 284 sys
| parl 284 vxd
4% |Printer Open

Pllutilite &' Run as acministrator

@Utilit}Hel;ﬂ Troubleshoot compatibility

|
=

=
o

Share with »
Pin to Taskbar
Pin to Start Menu

Restore previous versions

Step 1 : Enter the main page

Execute Utility.exe and then enter the main page (shown as below).

Printer Utility
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Notices: Because you have not connected to printer, so some buttons and menu items are
disable!

Step 2 : Enter port set page
There are three methods to enter "Port Set" page
a) Click "Port Set" button
b) Click "Port Set(S) " >> "Set Port Ctrl+P" on menu

c) Press shortcut key "Ctrl+P"
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Step 3 : Select the printer's name and the port In the combo box, and then configure the
printer according to port type of the printer

Select the name of printer in the combo box "Printer Name" and the following introductions take
example for printer "T-40". There are five port setting areas: "COM Setting" area, "LPT Setting" area,
"USB Setting" area, "Net Setting" and "Driver Selecting" area. In "Port Type" combo box , the ports
your printer supported are listed, then you can select the port in "Port Type" combo box and the port's
setting area is enabled.

1) When "COM" is selected, the "COM Setting" area is enabled. Please configure "COM Setting"
area according to current printer status;

2) When "LPT" is selected, the "LPT Setting" area is enabled. Please select port number in "LPT
Setting" area;

3) When "USB" is selected, the "USB Setting" area is enabled. Please select USB port number in
"USB Setting" area;

Notices: When use USB port, please ensure that the USB port has connected to computer
before enter the configuration interface.

4) When "Ethernet" or "WIFI" is selected, the "Net Setting" area is enabled. There are two methods
to obtain IP address for the printer;

i ) Click "Set IP" button and input IP address of the printer;

i) Click "Auto Get IP" button, the software will search network printer in local area network and
list the IP address of them in combo box, then select the right printer in the IP address list;

Notices: When use Ethernet port, please add the "Utility.exe" program to Exceptions of Windows
Firewall first. Please refer to "How to add a program to Exceptions".

5) When "Driver" is selected, the "Driver Selecting" area is enabled. Please select the driver name in
combo box.




Step 4 : Click "OK" button to open the port

1) If open port successful, the software close port set page and return to main page, then configure
usability of button and menu according to the current printer and the port type (shown as below).

Printer Utility

PortSet(S) Logofl) Tools(T) Demo(E] Help(H)

SEIEE]

3

Port Set Logo Samples Fw Download Status Monitor
s | A |
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Uszer Command Code Pages Eeprom Set NetwinConfig E xit

Notices: Some functions are not supported for some printers and some port types, so some
buttons and menu items are disable!.

2) If open port failed, the software will show an error message (as below) and return to "Port Set"
page.

' Open Fort Failed please configure and open again!
LI

Notices:
a. If you use USB port, please install USB port driver with administrator user account first.

b. If open Ethernet port failed and the software show an error message as below, please add
the "Utility.exe" program to Exceptions of Windows Firewall and try again.

Please refer to "How to add a program to Exceptions".

' Open Fort Failed please add Utility. exe to Exceptions of Windows Firewall and try again!
L)




User Guide of the Metapace Printer Utility

Logo Print

Logo print can process 24-bytes color bitmap, monochrome bitmap and gray bitmap, it has four kinds
of image process as follows:

1) Four methods to convert color bitmap or gray bitmap to monochrome bitmap.
2) Adjust brightness of image.

3) Adjust contrast of image.

4) Adjust size of image and position of image.

Notices: Before the operation, please ensure you had set port parameter correctly and had
connected to the printer, otherwise the operation is forbidden. Set port please refer to "Port set" page.

This operation include five steps as follows: Enter logo print page; click "Open Files" button and
select bitmap files in "Open Files" dialog; image process; download bitmap to printer; print logo.

Note: There is space limit for Logo downloading. If the total size of all selected logos is
beyond the limit, some logos can not be downloaded successfully.

Space limit depends on the printer configuration and please refer to the printer self-test page
"FLASH: LOGOS/FONTS" for maximum available space.

Step 1 : Enter logo print page
There are three methods to enter "Logo" page
a) Click "Logo" button
b) Click "Logo(L)" >> "Logo Download Ctrl+L" on menu

c) Press shortcut key "Ctrl+L"

i Logo Download and Print X

Lege Download and Frint

Loga Select and Preview
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Logo Set and Download Logo Print
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Contrast:
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( Clear Logo [ | [ Cancel




Step 2 : Click "Open Files" button and select bitmap files in "Open Files" dialog

1) Click "Open Files" button and enter the "Open Files" dialog.

[
Open Files X

Laok in: |lf)Thermal [i = ck E-
E [EL]FACE. tmp
iy @ flower. bmp

ty Recent @Lion. bmp
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Notices:

a. If the current printer you selected is thermal printer, the default directory of the logos is
"Thermal"; if the current printer you selected is impact printer, the default directory of the logos is
"Impact"”;

b. The JPG image of one bit depth is not supported.

c. If the bitmap file extend the maximal logo size, the page will show a message box and convert
the size to normal size.

2) Enter the folder and select one or more bitmap files, click "Open" button, the selected files will be
added to the list of "Logo Select and Preview" (shown as below).
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Notices:
a. If you want to delete all the opened bitmap files, please click "Remove All" button;

b. If you want to delete selected bitmap files, please select files first, then click "Remove Sel"
button;

c. If you want to preview bitmap files, please select a bitmap file in list view box and then image
will be shown at right side;

d. If the bitmap file is extend the printer memory, the software will ignore the file. In the list view
box, you will see the rightful files;

e. If you want to clear all logos in printer's flash memory, please click "Clear Logo" button.
Step 3 : Image process

Printer only can print monochrome bitmap and gray bitmap (only for some printers), so if use a color
bitmap, program need to convert it to monochrome bitmap or gray bitmap.

The method for convert color image or gray bitmap to monochrome bitmap is as follows:

1) Select the color bitmap or gray bitmap to be download in the list box and the color bitmap
adjusting area is enabled, you can select multiple lines with the shift key;

2) Select "Transformation" radio button in "Preview" area at left bottom corner of the form;

3) There are four methods to convert color bitmap to monochrome bitmap in "HalfTone" area,
please select one of them and monochrome bitmap which converted from color bitmap will show at
upper right corner;

4) Adjust the brightness and contract of the bitmap in "Contrast and Brightness" area.

Notices: If the file is color bitmap or gray bitmap, the "HalfTone" is enabled when you selected
"Transformation” radio button in "Preview" area.

Step 4 : Download bitmap to printer




1) Select memory type:
a. If you want to download bitmap to RAM, please select Ram in "Memory" area;
b. If you want to download bitmap to Flash, please select Flash in "Memory" area.
2) Click "Download" button to download bitmap:

While downloading files, the below form is shown:

.

The gystem is downloading files now.please wait for a moment ...

5%
| ]

If the software write port failed, the software will show a message box:

G

i ) Error,write file failed!

If the software downloading files successful, the downloading files form will be closed and the
printer will formfeed.

Step 5 : Print logo
1) Select files to be printed in list view box;
2) Select size of the logos to print in "Logo Print" area;
3) Click "Print" button to print the bitmap files you have selected.

Notices: If no file is selected, the printer will print nothing and there will be a message as below.

P

Please select ikems in lisk view bo first!
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How to use the "Bitmap Cut" function?
The new function can cut the bitmap among empty areas, you should use this function as below:

1) How to cut single-color-bitmap?

2) How to cut other format pictures?

Notices: Only support single-color-bitmap directly cut ,if you want to cut others format like
jpeg, png or multi-color-bitmap and so on. You must convert it to single-color-bitmap first and
reload it.

1: How to cut single-color-bitmap?
Step 1 : Enter logo print page
There are three methods to enter "Logo" page
a) Click "Logo" button
b) Click "Logo(L)" >> "Logo Download Ctrl+L" on menu

c) Press shortcut key "Ctrl+L"
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Step 2 : Click "Open Files" button and select bitmap files in "Open Files" dialog

1) Click "Open Files" button and enter the "Open Files" dialog, select the bitmap named "Lion.bmp".




=
Logo Download and Print X
Open Files X
Logo Sel ;
= [T Laak, i |@ Thermal
® 1

t4y Recent
Documents

@

Desktop FACE Flowser Lion

My Documents \ fu
%@ T;Sj [Fi= = Sam ple cut others
g T'e

gle-calor-bitmap

%.L

iy Computer
Logo Set miss you Rabhit SAMPLE

b ernor ."T-g

. My Network — File pame: SAMPLE le] [ open

Frevie Places 4 ; 5 — 1 Height ’E

il Files of twpe: | Bitrmap files(".bmp) El [ Cancel

(« 1LY P PO FUEIorr. [ Lerr =

' error Lhruse | C
I Clear Logo [ D ad l [ Frint l I Cancel

2) Select the bitmap and click "Cut the Bitmap Among Empty Areas" (shown as below).
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Step 3 : Image process

1) After you click the check box ,utility will call the execute file to process the bitmap, if success, it
will give out a message box as below ;




Printer Utility

Cut the Bitmap Successfully,Please Reselect the bitmap!

2) Click "OK" and utility will open the file then click "Open" to reload the new bitmap;
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3) Then you will found that the new bitmap was cut as below:
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Step 4 : Download bitmap to printer
1) Select memory type:
a. If you want to download bitmap to RAM, please select Ram in "Memory" area;

b. If you want to download bitmap to Flash, please select Flash in "Memory" area.
2) Click "Download" button to download bitmap:

While downloading files, the below formis shown:
"

The system is downloading files now.please wait for a moment ...

52%
[ ]

If the software write port failed, the software will show a message box:

Error,write file failed!

If the software downloading files successful, the downloading files form will be closed and the
printer will formfeed.

Step 5 : Print logo

1) Select files to be printed in list view box;




2) Select size of the logos to print in "Logo Print" area;

3) Click "Print" button to print the bitmap files you have selected.

Notices: If no file is selected, the printer will print nothing and there will be a message as below.

Please select ikems in lisk view bo first!

2: How to cut other format pictures?

Step 2 : Click "Open Files" button and select bitmap files in "Open Files" dialog

1) Click "Open Files" button and enter the "Open Files" dialog, select the JPEG file named
"1_focuswe.jpg".

. Logo Download and Print

Logo Dowriead and Frint
D name Open Files e

Look in: |E} Thermal E| - I‘ﬂ( T

5

My Recent
Dacuments
Desktop
§
. y Documents l;:arbsitmap
.: i
Logo Set and :
rdemory My Computer
Ram
* Flazh :
Presview i~ . — L":
O i M}'Pfl*letwork File name: |1_focuswe E| [ Open |
) Tiransform S ] ; e SR S 2 2
e Files of type: | JPEG files{" JPEG " JFE."JPG." JFIF] el Cancel L
[ Clear Logo l Download ] l Frint ] [ Cancel

2) Click "Transformation" in "Preview" and then Click "Remove Sel" to remove the jpg file(shown as
below).
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Step 3 : Image process
1) Click "Open Files" to reload the new bitmap file as below :
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2) Click "Transformation" and Then Click the "Cut the Bitmap Among Empty Areas" Check box just
as below show:
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3) Then you will found the message box as below:

Cuk the Bitmap Successfully, Plzase Reselect the bitmap!

4) Then you should click "Open" and reload the bitmap as below show:
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Step 4 :Download the bitmap to the printer.
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Sample Print

The main function of this part include: Print sample in print program, print data stored in files, set cut
mode (If there is a cutter).

This operation include there steps as follows: Enter sample print page; print "Predefined" sample;
print "User defined" sample.

Notices: Before the operation, please ensure you had set port parameter correctly and had
connected to the printer, otherwise the operation is forbidden. Set port please refer to " Port set " page.

Step 1 : Enter sample print page
There are three methods to enter "Samples Print" page
a) Click "Samples" button
b) Click "Demo (E)" >> "Print Samples Ctrl+S" on menu

¢) Press shortcut key "Ctrl+S"
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Notices:
1) "Cut mode" area is enabled if there is a cutter in printer, then you can select cut mode.
2) Herald is enabled if there is an Alarm connected to printer and you can select it.
3) How to config the Water Mark parameters:

If the Printer support the Water Mark function, you should check the Water Mark box.
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If you have checked the Water Mark box, the "Config" button will be enabled and click it to config
the Water Mark parameters.

G

WaterMark Config
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Hotice: The settings will be lost after you repower the printer.

Printing Mode: Change the Water Mark printing mode. If you select "Printing", the printer will print
the Water Mark when printing, else the printer will always print the Water Mark.

Align: Change the Water Mark aligning mode: left sides, right sides or centered.

Size of Width: Set the width of the Water Mark. You could set the width from one time to six times.

Size of Height: Set the height of the Water Mark. You could set the height from one time to six

times.
Printing Logo: Select the logo in the flash of the printer as the Water Mark logo. If no logo in the

flash, the printer will not print the Water Mark.
Brightness: Set the brightness(0-255) of the Water Mark.

Step 2 : Print "Predefined" samples
1) Select cut mode;
2) Select Herald mode;
3) Select "Print Sample ID" if you want the printer print sample number before the sample;
4) Select the items in list view box and you can select multiple lines with the shift key;
5) Click "Print samples" and then the printer will print the samples you selected;
Step 3 : Print "User defined" sample

1) Click "User defined" page to enter the page (shown as below).
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2) Click "Open Files" to enter "Open Files" dialog, select and open the sample files (The filter of file
is *.prn):

Open Files X

Look jn: |@ |Jzer defined E” - ch( EH-

My Recent
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Desktop

ty Documents
4y Computer
My Metwark  File name: | E” | Open ]
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3) Select the items in list view box; if you want to print sample ID, please check "Print Sample ID";
click "Print Samples" button and the printer will show "Downloading files form" and print your sample;

The gystem is downloading files now.please wait for a moment ...

527

Notices: If write port failed, the software will show a message:

Information

i) Error,write file failed!
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Firmware Download

The main function of this part include: Select file's type, select file, download file to printer. In this
page, user can download types of file to printer as follows:

1. Firmware file(*.JK)
2. Character file (*.ZK)
3. Font file (*.FNT)

4. Eepromfile (*.EEP)
5. All file (*.*)

Firmware download include three steps as follows: Enter firmware download page; select file type
and open the file; click "Download" button to download.

Notices: Before the operation, please ensure you had set port parameter correctly and connected to
the printer, otherwise the operation is forbidden. Set port please refer to "Port set" page.

Step 1 : Enter firmware download page
There are three methods to enter "Firmware Download" page
a) Click "FW Download" button
b) Click "Tools (T)" >> "Firmware Download Ctrl+F" on menu

c) Press shortcut key "Ctrl+F"

" Firmware Update X

\B Powrifoad Frrmware es
Select File Type

e EENT @=dIE AN Filel==)
& *EEP

. Open Cancel

Step 2 : Select file type and open the file
1) Select the file's filter In "Select File Type" area;

2) Click "Open" button to open the file (shown as below).
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My Recent Ilib
Documents logo
@ Iy 5ample
Desktop
My Documents
My Compuiter
Fg
by Metwark File name: | E” | Open ]
Places
Files of bype: | Fomt files (%, fnt) E| | Cancel

Notices: After open file successful, the "Download" button is enabled.
Step 3 : Download file
Click the "Download" button to download file to printer.

While downloading files, the below form is shown.

The systern is downloading files now. please wait for a moment .

h2%
T —

Notices: If write port failed, the software will show a message:

Information

i ) Error,write file failed!
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Status Monitor
The main function of this part is get current status of printer.
Status Monitor include two steps as follows: Enter Status Monitor page; monitor the status of printer.

Notices: Before the operation, please ensure you had set port parameter correctly and had
connected to the printer, otherwise the operation is forbidden. Set port please refer to " Port set " page.

Step 1: Enter Status Monitor page
There are three methods to enter "Status Monitor" page
a) Click "Status Monitor" button
b) Click "Tools" -> "Status Monitor Ctrl+T" on menu

c) Press shortcut key "Ctrl+T"

| Printer Status X

Frinter Statug

MSE LS
Status Bytel | || 1[ ][] [ ][ J[ ][] OO
Status Bute2 [ ][ ][ (] [1[1[ ][] 00H —
Status Byte3 [ ][] ][] [J[J[][] 00 -
Status Byted [ 117 (1] ] 0o | e |

Cash Drawer Open ‘ Oitlire

9
Door Open ‘ Feeding ‘
9

Paper Hear End ‘ Paper End

Cutter Error ‘

Step 2: Monitor the status of printer

Click "Start" button to start to monitor the status of printer (click "Stop" button to stop to monitor the
status of printer).

You will see the following program windows (If you have previous built the communication between
printer and PC successfully).




| Printer Status X

Frinter Status

M5B LSE
Statue Butel 1] ][v] [I»][10] 14H

Status Byte2 [ ][] ] 1] ][] 0oH
Status ByteS [ ][] QO] 0oH
Status Byted [ ][ ][] [v][w][v][+] OFH

Cash Drawer Open o Oftlire o
Dioar Open e Feeding 0
Paper Hear End e Paper End e
Cutter Errar e

Cash Drawer Open: when the light is in OState, it detects the printer's Cash Drawer is not open, but
when the light's state changes to., it detects the printer's Cash Drawer is open.

Offline: when the light is in °state, it detects the printer is online, but when the light's state changes to
0, it detects the printer is offline.

Door Open: when the light is in Ostate, it detects the printer's door is not open, but when the light's
state changes to @ it detects the printer's door is open.

Feeding: when the light is in °state, it detects the printer's Feed button is not pressed, but when the
light's state changes to o it detects the printer's Feed button is pressed.

Paper Near End: when the light is in estate, it detects the printer's paper is not in near end status, but
when the light's state changes to 0 it detects the printer's paper is near end.

Paper End: when the light is in astate, it detects the printer's paper is not end, but when the light's
state changes to 0 it detects the printer has no paper.

Cutter Error: when the light is in estate, it detects there is not cutter error, but when the light's state
changes to ‘ it detects the printer has cutter error.
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User Command

The function of this part include: Input area, receive area, notice area, command area, print file area
and rtc function area.

Notices: Before the operation, please ensure you had set port parameter correctly and had
connected to the printer, otherwise the operation is forbidden. Set port please refer to " Port set " page.

Step 1: Enter User Command page
There are three methods to enter "User Command" page
a) Click "User Command" button
b) Click "Tools" -> "User Command Ctrl+U" on menu
c) Press shortcut key "Ctrl+U"

User Command b4

{ser Command

Input Motice

Save File

Send
. Clear
:

Hex Format

Receive Command

.Tplay‘ l Feed Paper [ Cut Paper [Print zelf-test

Print File

Save File I Select File l |
| s Prirt Tirnes: 1

Counter: a

Hex Format

. Cancel

Input:

You can input commands in the input area. You also can click button "Open File" to select a file to be
printed to the printer.

Click "Save File" to save the commands that you have edited to a file.
Receive:

Click "Display" button to receive the data returned by the printer.
Command:

Click the buttons to control the printer.
Notice:

Display whether your command have been sent successfully.
Print File:

Click button "Select File" to select a file to be printed to the printer, then click "Print File" to download
your selected file to the printer.

You can input print times in the "Print Times" area and "Counter" area will show you a counter of
printing.
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The font pattern's creating and printing

The main function of this part include: Create the font pattern, select download area, check the
status of printer download area, download font pattern to printer, print created font pattern.

Notices: 1. Before the operation, please ensure you had set port parameter correctly and had
connected to the printer, otherwise the operation is forbidden. Port set please refer to " Port set " page.

2. The guide of the User-defined font is same as the Code Page.

Select the Character Type before entering code page/user-defined font as follows.

r

Enable Code Pages Function x
Charater Tvpe
*: CodePage (0x80~0xFF) i User-defined Font (0x2000x7F)

Please make sure that the codepage download function is enabled.
If not, please enable it, then the useable space for Logo download become smaller,
wou can enable it by click button 'Enable’ below,

If ywou have already enabled it, just click button '‘Cancel' below.

. Cancel

This operation include six steps as follows: Enter code page; create font file; select and open font
file; select download area; click "Download To Printer" button to download; click "Print And Set Default"
button to print code page character.

Step 1 : Enter code page
There are three methods to enter "Code Page" page
a) Click "Code Pages" button
b) Click "Tools(T)" >> "Code Pages Ctrl+QO" on menu

¢) Press shortcut key "Ctrl+QO"




Code Page X

< .
Code Fages Edit and Dowrload
I ‘Dpen File: l [ Mew File File: Path: Font Type:
o1 2 3 4 5 B 7 8 3 A B CDEF .

Download Codepage T o Printer
a0H
90H Download Area 1D: |4 E
A0H

CodePage ID: 0 E
BOH
CoH
DoH

l Save ToFile “ Download Ta Printer ]
EOH
FOH .

Dovnload Area Statuz || Print And Set Default
|Download Area D) 2 3 4 5 E i g |
|  CodePagelDUN UM UM UM UN UM LN UN |
- — Clear &/l Code Pages Caticel
| FontTwpe UM UW UM UMW UMW UM UM LN |
Hotice: For partisl printers with a mew firmware, the parameter "Download hrea ID' will be ignorad when wou download a codepage!

Step 2 : Create font file

Click "New File" button, then enter "Save File" dialog to create font file (shown as below).

Save jn: |E} Thermal E| = ¥ EE-

PC437_12v24.Font

dy Fecent
Documents

(4

De

o

2z

[=1
b=l

My Documents

&

My Computer

@

My Metwark  File hame: || E| | Save ]
Places

Save as ype: | 12424[" font] E| | Cancel

1) Select file path to saved to;

2) Name the file;

3) Select "File type" :12*24 or 9*17;

4) Click "Save" button to save the file;

Notices: If the font file edited already exists, please overleap this step and enter step 3 directly.

Step 3 : Select and open font file




1) Click "Open File" button, enter "Open File" dialog to open font file (shown as below).

-
Open File X
Laak jr |l'f) Therrnal o] £F E3-
'2 PrC437_12v24.Font

dy Fecent
Documents

—
L
Desktop
My Documents

My Computer

@

My Metwark File name: |
Places

Ly

Open ]

Cancel

Files of type: | Code page files

2) Select the file to be opened, click "Open" button (here take a *.12X24 file as example), then you
will see the following forms:

_

3 "3'-;: b Code Pages Fdit and Download

I“ OpenFie | | (NewFiel | FilePath | C:v12524 font Font Type: | 12424 ‘
1™ L |

e 3 4 s 5§ B &l e EF

Download Codepage To Printer
20H
90H Daownload &rea ID: 4 I—i
AH -
CodeFage ID: i [ij
N _
CoH
|DoH
EOH l “ ‘
FOH
Diovrload Ares Status || Print And Set Default
irbownload.t‘-‘ueaID 1 2 3 4 5 5 7 g i
! CodePageID) UMW UKW UMW UM UM UM UM UN |
| T T Sae nhn e | Clear All Code Pages Cancel
| FontType UN UM UM UM UW UM UM UN |

Hotice: For partial printes with a new firmware, the parameter "Download Area ID' will be igznored when you downlead a codepage!

3) Grid part (size is 16 * 8) on the left is character showing area, every grid shows a character. You
can select one character and you will see the character in big size on the right rectangular area (shown
as below).




| Code Page X

Vi) Code Pages Fdit and Dowrnload
'[' New Fil: | File Path |C:\12624 font Fort Type: | 12424
o1 2 3 4 5 B 7 8 3 A B CDEF e e
s A \B(B T ]|E[K|3{MAIK NMHIO|M T
(P [C[T]A |0 [X]L[9]L]U]b [b]b[3]0]5 T
MHaﬁBF.EIEH{BHFIKEMHUI'I CoPagelDs [0 o]
= 1 1 1=
oo 2V E T [ 3 3 a2 M2
L L — R
S RNLERLEIELEEGEE S
o Zz[| ST e ] [ WA [a[ [ ﬂ 1
EH| D |C{T |V X L |4 |W{W|b|bl|b|3 |10 L |
ROk E e E e I 1 S S U u U U Z Z I B :i.DownloadAreaStatusﬁ[ PrintAndSetDefauIt_\
Download Area (D) 7 2 3 4 5 B 7 8 ]
CodePageID UM UM LN LN LN UM UM UN ], i 1
FortTune| UN. UM UN UM UN UM UN UM lEIearAIIEode Fages [ Cancel
Wotice: For parti:afl. printes with a new firmware, the parameter ‘Download Area ]Eil-’_wi-]:i_ﬁ-e_ig:nored when wou download & cod-eﬁ-!-

4) You can create new pattern on the right rectangular area with mouse.

Notices: You can mark font pattern by left button of mouse and you can erase font pattern by right

button

of mouse. And you can Cut function, Copy function, Paste function and Clear function
when you

specify the Range Tool by the speed button as follows.

1. Specify the copy area.

2. Use Copy function.

3. Move the active windows to edit window.

4. Push the "Paste" button on tool bar.

Please click "Save To File" button to save the character after editing.
Step 4 : Select download area
1) Select character download area in printer with "Code Page ID" and "Download Area ID",

Notice: For partial printers with a new firmware, the parameter 'Download Area ID' will be ignored
when you download a codepage!

2) You can check the download area status by click "Download Area Status" button, and the status
will be shown on the lower left corner.




| Code Page

3 £

Lode Fages Fait and Download

i Dper File [ MewFile | File Path: | CA12424 fant

80H

90H

AOH

BOH

CoH

JDoH

EOH

FOH

The status indicate:

(03| —| O3

| o O =
D |~ | ||| [ |

=X |O| =0
EI|w e

) I= (&=~
= | 2 | (== D [ 2| T
LhE | |o|==l= |/, ==
Uk | C === [ | ||~

== [#

- = B=| =(|w
=R || /~=|=
=1

= |3 (=03

= = El ==

ik

Zhs!

NMEE EEEEIEEL

oo Cx

Mmoo | E| —|#
— 5| T
CE| ==
C'U"—|
M| O | > (==
k(| Qo

Download Area (D) 1

Font Type| 12¢24 UN

Font Type: |12x24

Download Codepage To Printer

Download &ea ID: |4 el
CodePage |D: il :c [

—~ —

~ ~

[ Download Area Status l Fritit nd Set Diefault

—

l Clear All Code Pages [ Cancel

a. The first page in first area stores a code page whose character size is 12*24;

b. The other areas are idle.

Notices: You can clear all the code pages of the printer by click "Clear All Code Pages" button.

Step 5 : Click "Download To Printer" button to download

In downloading process, the mouse is in busy status. The guage above "Download To Printer" button
shows the download status. After finished, the printer will make a feed action and the mouse comeback

to idle status.

Notices: Some Printers have not opened this function and the printer begins to print after you
clicked download button, then please click the "Enable Code Pages Function" menu item to have the

function.

Step 6 : Click "Print And Set Default" button to print code page character

Notice: For partial printers with an older firmware, if the printer has two codepages with the same
Font Type and Code Type ID, you could only print the one that in the high Download Area!
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Eeprom Set

The main function of this part is set relative parameters of Eeprom of the printer.

Eeprom set include three steps as follows: Enter eeprom set page; configure settings of the printer;

save settings of the printer.

Notices: 1.Before the operation, please ensure you had set port parameter correctly and had

connected to the printer, otherwise the operation is forbidden. Port set please refer to " Port set " page.

2.The following introduction takes T-40 for example (the interface of different printers

may be different).

Step 1 : Enter eeprom set page

There are three methods to enter "Eeprom Set" page

a) Click "Eeprom Set" button

b) Click "Tools (T)" >> "Eeprom Set Ctrl+R" on menu

c) Press shortcut key "Ctrl+R"

e Y <

Common Function I Advance Function

COM Port

BaudRate: 9800

Databits:

StopBits:
Parity:

T
I
I
1=
[
1=
[
1=

Protocol

Paper Settings

[
Darkness: |Mormal | £

Cut paper setting

8 o)
1 2
MNane 0__'
DTRDSR  [&]

Paper Width: | 20.0mm r_o_

Left Margin: 2 1
Right Margin: 2 :
Print

Speed: | 250 b |

-

.....

S
Mone =

Code Page
PC4a37 | =

.......

Paper Reduction
Mot reduced f_#
Beeper
{_Disable
{#:Enable
Volume: & |
Watermark Settings
Watermark: | Disable

Printing Mode: | Printing Lf

Paper MNear-end Ry Buffer Size

|:|Sto|:| Printing ‘ e
{45 Bytes

[v] Alarm [ 64K Bytes

Beeper Settings After Cut

Mode: |AI| Beep Disabled [0_

Times: 0 C Cyde: 0 %]

Wave: 1010101010101010 | (16 Bits)

.....

Align: | Center |

Size of Width: [Normal | | Size of Height: [Normal [ |
==
v.

Printing Logo: |1
Data Received Error
i Print '

{# Ignored

|

+|  Brightness: 32

Default Font Settings

Font Type:| Fonta(12+24) el
FontID: O

Right Side Up
[ Enable

[+! Disable
Cutter
[#!Enable

[ Disable
Cutter Type
[+ Default

[ Partial Cut
i Full Cut
CR. Command
[ 'Enable

ki | (For Custom Font) | {#: Disable

Get Settings From Printer

Import Settings From File...

Export Settings To File. ..

Set Factory Default Setting

Cancel

Notices: There's a password before use the eeprom set function, please contact the

dealer to get it.

Step 2 : Configure settings of the printer

There are two methods to configure settings of the printer.

1) Click "Get Settings From Printer" button to get the printer's current settings, configure the settings




you want.
2) Click "Import Settings From File..." button to import the printer settings file.

Notices: 1.You can also export the eeprom settings to file with suffix "pes”, using the "Export Settings
To File..." button.

2. It may take a long time to get the eeprom settings from the printer, please don't operate
the printer until the software show a message box.

Step 3 : Save settings of the printer
Click the "Save Settings To Printer" button to save the settings to printer.

Notices: It will take a long time to set the eeprom settings to the printer, please don't operate the
printer until the printer feeds paper.
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NetWinConfig

The function of this part is used to config the net interface card. For more information, please refer to
the help file in the current directory of "Printer Utility Vx.x<ANetWinConfig\NetWinConfig_EN.chm".

Notice: If can not print test page, please check whether the Ethernet printer has been opened by
another application or not.




Appendix: Functions Supported

T-40
Pre- FW Status |User Code |[Eeprom

g IS Defined SEIEE Download|[Monitor||Command|Pages| Set S
?gp{al Yes ([No Yes Yes Yes Yes Yes |Yes No
Eg:tallel Yes ([No Yes Yes Yes Yes Yes |Yes No
USB

Port Yes ([No Yes Yes Yes Yes Yes |Yes No
E’éhrternet Yes ([No Yes Yes No Yes Yes |Yes No
Belle Yes ([No Yes Yes No Yes No Yes No
Port

gg,\-/ter Yes |No Yes Yes No Yes No No No




Troubleshooting

How to add a program to Exceptions
When use Ethernet port, if open port failed , you can check as the following methods:

e Whether the printer and the PC have been connected with Ethernet cable correctly.
e Whether the parameter of Ethernet port is correctly.
e Whether your select printer name matches the current Ethernet printer.

If the above condition is ok, the program still open port failed. Please add the Utility.exe program to
Exceptions first and try again. The following take Windows XP system for example:

1. Click on menu "Start" - > "Settings" - >"Control Panel".

é Inkernet Explorer

@’ Set Program Access and Defaults

|[f7] Programs L4

sy Documents

Settings B Control Panel

ﬁr_ Metwork Connections

rz' Search

2y Printers and Faxes
t)/' Help and Suppart g, Taskbar and Skart Menu
#=] Run..

[ ﬁ] Log OFF Administratar, ..,

@ Turn OFf Camputer. ..

2. In the Control Panel dialog, double click the application "Windows Firewall" and select
"Exceptions".




%= Windows Firewall

| General | Exceptions | Advanced|

Wwindows Firewall iz blocking incoming network, cotinections, except for the
programs and services selected below. Adding exceptions allows some programs
to work, better but might increasze your securnity nisk.

Programs and Services:

Mame

[ File and Printer Sharing
Remote Assiztance

[ Remate Desktop

O UPAP Framewaork,
wohhese

[ AddProgram.. | [ AddPot. ||  Ed. Delete

Display a notification when Windows Firewall blocks a program

wihat are the risks of allowing exceptions?

’ 0K l[ Cancel l

3. Click "Add Program" button. The browse dialog box will be displayed. Browse to directory in which
the Utility.exe is stored, then select it and click "Open" button.

Look jn: |b.PTT Printer Utility ¥1. XX V| @ ? - '
T BCodePage
[ 25 BEepromSet

MyFRecent | [1ib
Documents )1logo

mex [C)FTHetRinlonfig
[ [)Sanple
Desklop (DyvsBry

Euser-defined font

[E)Par1za4. sys

[%]par128d. vxd
}Printer. ini

2=

by Documents

o

B UtilityHalp. chn

=

=

()i "',
& €

=)

o

T

File name: |L|ti|it_l,l.exe hd | [ Open l

My Metwork, | Files of type: |App|icatinns[".exe;".com;*.icd] v| [ Cancel l

4. The "Utility.exe" has been added to the list, now double click the Utility.exe program and try again.




Windows Firewall

| General | Exceptions | Advanced|

Wwindows Firewall iz blocking incoming network, cotinections, except for the
programs and services selected below. Adding exceptions allows some programs
to work, better but might increasze your securnity nisk.

Programs and Services:

Mame
[ File and Printer Sharing
Remote Assiztance

[ Remate Desktop
O UPAP Framewaork,
Utilty. exe
wanhese

[ sddProgam.. | [ addPor. ][ Edt. | Delete

Display a notification when Windows Firewall blocks a program

wihat are the risks of allowing exceptions?

]S l [ Cancel
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